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Burettes

Material 

Glass Type 

Volume Range 

Printing 

Standard

Burette Type



2. Bure�es with Boroflow Stopcock

Class A

Complies with DIN ISO 385 / IS 1997:2008

NABL cer�fied with individual work cer�ficate

Made from clear glass, printed in blue

3. Amber Bure�es with Boroflow Stopcock

Class A

Complies with DIN ISO 385 / IS 1997:2008

Made from amber glass with individual work cer�ficate

Printed in white

Class B

Complies with DIN ISO 385

4. Bure�es with PTFE Key Stopcock

Class A

Complies with DIN ISO 385 / IS 1997:2008

NABL cer�fied with individual work cer�ficate

Made from clear glass, printed in blue

Class B

Complies with DIN ISO 385 / IS 1997:2008

Types of Glassco Bure�es

1. Bure�es with Glass Stopcock

Class A

• Complies with DIN ISO 385 / IS 1997:2008

• NABL cer�fied with individual work cer�ficate

• Made from Boro 3.3 glass, printed in blue

Class B

• Complies with DIN ISO 385 / IS 1997:2008

2. Bure�es with Boroflow Stopcock

Class A

• Complies with DIN ISO 385 / IS 1997:2008

• NABL cer�fied with individual work cer�ficate

• Made from Boro 3.3 glass, printed in blue

Class B

• Complies with DIN ISO 385 / IS 1997:2008

3. Amber Bure�es with Boroflow Stopcock

Class A

• Complies with DIN ISO 385 / IS 1997:2008

• Comes with individual work cer�ficate

• Made from Boro 3.3 glass, printed in White

Class B

• Complies with DIN ISO 385

4. Bure�es with PTFE Key Stopcock

Class A

• Complies with DIN ISO 385 / IS 1997:2008

• NABL cer�fied with individual work cer�ficate

• Made from Boro 3.3 glass, printed in Blue

Class B

• Complies with DIN ISO 385 / IS 1997:2008

Types of Glassco Bure�es

With Glass Stopcock
• Class A & Class B 

Clear Bure�es 

With Boroflow Stopcock
• Class A & Class B 

Amber Bure�es 

With Boroflow Stopcock
• Class A & Class B 

With PTFE Key Stopcock
• Class A & Class B 

With PTFE Key Stopcock (ASTM)
• Class A & ASTM E-287, Calibrated at 20°C

Automa�c Bure�es

Zero with Boroflow Stopcock
• Class A & Class B 

Clear Glass

Zero with Boroflow Stopcock
• Class A & Class B 

Amber Glass

Zero with Glass Stopcock
• Class A & Class B 

Clear Glass

Zero with Glass Stopcock
• Class A & Class B 

Amber Glass






