
2 mL glass screw vials
Performance Level 2 for high-throughput applica�ons

• Short thread screw

• 12 mm x 32 mm (diameter x height) flat bo�om base

• Marking spot

• Specifica�on cer�fied

For use with 9 mm screw caps, or 9 mm AVCS screw caps

Glassco Rotary Joints
With Threaded Ground Glass Joints

• Used under vacuum & pressure

• In Compliance with ISO 383/DIN 12249 Standards

• Unprint sockets to avoid ge�ng printed charred

• Smooth grinding surface finish to avoid leakage

Socket
• Made from Boro 3.3 Glass

 Chemical Resistance•

Cone
• Made from Boro 3.3 Glass

 Chemical Resistant•

Cone with Tip 
• Made from Boro 3.3 Glass

 Chemical Resistant•



Screw Cap 
• Made from Polybutylene Terephthalate (PBT)

Safeguard for Rotary Joints
• Made from Nylon

O-Ring/Sealing Ring 
• Made from Nitrile Rubber 

More about Rotary Joints: 
Func�on : Used to connect different pieces of glassware, like flasks, condensers, and tubes, in a lab setup. They 
provide a secure and o�en vacuum-�ght connec�on, preven�ng leaks and ensuring safe experimenta�on.
Mechanism: The threaded cap on the Rodaviss joint allows for easy �ghtening and loosening, making it quicker to 
assemble and disassemble lab apparatus compared to tradi�onal ground glass joints.
Use: They are par�cularly helpful in situa�ons where frequent assembly and disassembly are required, or when a quick 
and reliable connec�on is needed. 

Glassco Rotary Joints
Accessories
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